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1. Performance 
 
 

1.1 Antenna Performance   
 

Item Specification 

Frequency Range 5150 ~ 5850 MHz 

Impedance 50 Ohm Nominal 

VSWR 2.0 (Max) 

Return Loss -10dB(Max) 

Peak Gain 17.99 dBi 

Radiation directional 

Polarization Linear Vertical 

Operation Temperature －20℃ ～ ＋65℃ 
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1.2 Experimental Setup 
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1.3 Antenna S-Parameter and Matching Factor   
 

Return Loss & Isolation 
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1.4 Antenna Efficiency & Peak Gain 
 

 

5150-5850 MHz 
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1.5 Radiation Pattern 
 

3 views of antenna 
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X-Z Plane 
 
Phi=0.00deg 

Gain . dB 
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Y-Z Plane 
 
Phi=90.00deg 

Gain . dB 
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X-Y Plane 
 
Theta=90.00deg 

Gain . dB 
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Port1 
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2. Mechanical Specification   
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3. Ordering Information   
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4. Version   
 

版本 

REV. 

修訂者 

EDITOR 

修訂頁次 

PAGE 

修訂內容 

ITEMS OF CHANGE 

申請日期 

DATE 

生效日期 

VALID DATE 

ECN 編號 

ECN NO. 

P0 CXLIU ALL Temporary Release 2025/01/22 
According to the 

date of PLM 
Release 
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